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e  Compact Constant Voltage LED Driver
e  Built-in active PFC function

e  Efficiency up to 93 %

e  Flicker-free LED driver

e  Max. output power 96 W %
e  Protections: short circuit/over load/over temperature k

e 5 years warranty

Product specifications

111110 ID UCSVB 96/120277/24 ND
Output current Input voltage Output voltage Cgf;ﬁ'ﬁg?é Voltage Accuracy Power factor
90 % @ 120 VAC o
0...4,000 mA 120 ... 277 VAC 24 VDC 93 % @ 277 VAC 5% 0.95
Electrical specifications
Mains voltage supply
Rated input voltage range 120 ... 277 VAC; performance range
Max. input voltage range 108 ... 305 VAC; operational safety range
Rated frequency range 50/60 Hz
Performance/Operational safety 47 ... 63 Hz
Max. input current 1A
Protection against voltage peaks
I/p-O/p: 1.8 kVAC, <5 mA 60 s,
Withstand voltage |/p-earth: 1.8 kVAC, <5 mA 60 s,
Olp-earth: 0.6 kVAC, <5 mA 60 s
. . . L-N 1 kV, L/N-earth 2 kV
Mains surge immunity 2.5 kV ring wave
Total harmonic distortion (THD)
At rated input voltage range @ full load <20 %
Output data
Output voltage tolerance + 5 % at rated input voltage range
Voltage Regulation +05%
Load Regulation +1%
Ripple output voltage 2%
Noise level < 20 dB(A) at full load @ 100 cm distance
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Protection functions output side
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Overload protection

recovery.

Intelligently reduce the output voltage, auto-recovery or re-power on to

Short circuit protection

removed.

shut down o/p voltage, re-power on to recover after fault condition is

Over Temperature protection

recovery

100 °C % 10 °C Intelligently reduce the output voltage and current.auto-

Wiring

Main input wire

UL1332, 18 AWG, 300 V, 200 °C, black L, white N, wire exposed 5.9 +
0.39in (152 + 10 mm), tinplating length 0.39 £ 0.04 in (10 £ 1 mm).

Main output wire

UL1332, 18 AWG, 300 V, 200 °C, brown LED+, blue LED-, wire exposed
5.9+ 0.39in (152 + 10 mm), tinplating length 0.39 + 0.04 in (10 £ 1 mm).

Degree of protection

Protection rating

1P20

Supplementary instructions

e  The luminaire manufacturer is responsible for measuring and verifying the EMI compliance of the complete luminaire,
as the level of radio interference will vary depending on the luminaire construction. Especially primary and secondary
cable lengths and their routing may have a significant effect on radio interference.

Environmental specifications

Operating temperature -25 ... +50 °C
Storage temperature -25 ... +85°C
Working humidity 10 ... 90 %
Storage humidity 5...95%

Lifetime

at Tc 75 °C: 50,000 h @ performance range
(0.2 % / 1,000 h failure rate)

Maximum Tc temperature

90 °C

Safety & EMC compliance

UL

FCC

uL8750

CLASS P

CSA C22.2 NO.250.13

UL1310-CLASS 2
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Dimensions
Housing dimensions Packaging details
Length (L) 6 in (152.4 mm) Packing units 50 pcs
Width (W) 1.07 in (27.3 mm) Master carton 325 x 190 x 145 mm
Height (H) 0.78 in (19.8 mm) Carton weight 9.2 kg
For all dimensions: values in in/mm; tolerances: + 0.5 mm Product weight | 0.185 kg
6(152.4)
E/_ ] - ;/ :
Ratio 1,000 1.07(27.3). g
5
¢ { i
F=N"1 _‘:(); I = = = "_3%.# |\
5.94(151)
. 1.02(26)
6.69(170)
. 6.42(163) :
L 2|
- T
G I
=T T
3
Wiring diagram
T 120-277 Voc
M 50/60 Hz
L Black B
N White
e~~~ -~ Il
[ LEDH+ Broen ! ' LED '
e LED- Biue ! I,rrl.oduic:
(B FApEa |
e  All connections must be as short as possible to ensure good EMI performance.
e  The luminaire wire should keep a certain distance from the LED power supply and other wires (5 ... 10 cm is preferred).
e Incorrect wiring can damage the LED.
e The wire must be well protected against short circuits.
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Technical information
Power Factor Vs Output Current (A) THD Vs Output Current (A)
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